






























































GLOBE INSTALLATION DIAGRAMS

THE FOLLOWING INSTALLATION GUIDELINES HAVE BEEN DEVELOPED USING IN-HOUSE
DATA FOR THE CONVENIENCE OF CUSTOMERS CONFRONTED WITH INSTALLATIONS
THAT ARE NOT REFERENCED IN THE NFPA 13D STANDARD.

GL SERIES RESIDENTIAL PENDENT SPRINKLERS ON A
HORIZONTAL CEILING, DISTANCE TO PITCHED CEILING

MIN. ALLOWABLE A ANGLE B

DEGREES L{ i

04" 5 \|J /

0'-6" 10 * i

0'-9" 15 A |

11" 20 (min.)

1-6" 25

110" 30

2-3" 35 E

2'-8" 40 %

30" 45

NOTE: E DIMENSION NOT TO EXCEED ONE HALF THE LISTED SPACING.

GL SERIES RESIDENTIAL PENDENT SPRINKLERS ON A
PITCHED CEILING, DISTANCE TO HORIZONTAL CEILING

MIN. ALLOWABLE A|  ANGLE B
DEGREES
0-8" 5
10" 10
14" 15
1'-8" 20
22" 25
25" 30
28" 35
33" 40
36" 45

NOTE: E DIMENSION NOT TO EXCEED ONE HALF THE LISTED SPACING.
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GLOBE INSTALLATION DIAGRAMS

GL SERIES RESIDENTIAL PENDENT SPRINKLERS MAXIMUM
VERTICAL DISTANCE ON INTERSECTING HORIZONTAL
AND PITCHED CEILINGS

f i .

A

#

B
(min.)

MIN. ALLOWABLE | MIN. ALLOWABLE ANGLEC
A B DEGREES

0-6" 8-0" 5

1-0" 8-0" 10
1-6" 8-0" 15
2-0" 8-8" 20
2-6" 9-3" 25
3-0" 10-0" 30
3-6" 10-6" 35
4-0" 110" 40
4-6" 110" 45

GL SERIES RESIDENTIAL PENDENT SPRINKLERS ON
PITCHED CEILINGS OF MULTIPLE ANGLES

MIN.ALLOWABLE B ANGLE C
DEGREES

8-0" 5

8-0" 10
8'-0" 15
76" 20
7-0" 25
6'-6" 30
6-0" 35
5-6" 40
5-0" 45

NOTES: A DIMENSION IS MINIMUM 6 INCHES.
E DIMENSION NOT TO EXCEED ONE HALF THE LISTED SPACING.
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GLOBE INSTALLATION DIAGRAMS

GL SERIES RESIDENTIAL PENDENT SPRINKLERS
ON OPPOSING PITCHED CEILINGS

MIN. ALLOWABLE A ANGLEB
DEGREES

8-0" 5

8'-6" 10
10'-0" 15
11'-0" 20
11'-0" 25
12'-0" 30
12'-6" 35
12'-6" 40
13'-0" 45

NOTE: E DIMENSION NOT TO EXCEED ONE HALF THE LISTED SPACING.

GL SERIES RESIDENTIAL PENDENT SINGLE SPRINKLER
INSTALLATION ON OPPOSING PITCHED CEILINGS

ANGLE FACING

DEGREES 12 14 16 18 20
10° 1-0" 1-0" 1-0" 1-0" 1-0"
20° 1-0" 1-0" 1-0" 1-6" 2-0"
30° 1-0" 1-0" 1-6" 2-0" 3-0"
40° 1-0" 1-6" 2-6" 3-0" 40"
50° 2-0" 2-6" 4'-0" 4'-6" 5-0"
60° 3-0" 40" 5-0" 5-6" 6-0"

A DIMENSON

NOTES: E DIMENSION NOT TO EXCEED ONE HALF THE LISTED SPACING.
* ANGLE B OR C, WHICHEVER IS GREATER.
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GLOBE INSTALLATION DIAGRAMS

GL SERIES RESIDENTIAL PENDENT SPRINKLERS ON
OPPOSING PITCHED CEILINGS WITH MINIMUM REQUIRED
OBSTRUCTION FOR WATER SHIELDING

A DIMENSON MINIMUM ALLOWABLE B
FEET - INCHES
ANDGELGERCE:S15 ANGLE C = 30 DEGREES ANGLE C = 45 DEGREES
1-0" 0-6" 0-6" 0-10"
2-0" 0-8" 1-0" 1-8"
3-0" 0-10" 1-6" 2-2"
40" 1-0" 2-0" 2-10"
5-0" 1-2" 2-2" 3-6"
6-0" N/A 26" 3-10"
7-0" N/A N/A 3-10"
8-0" N/A N/A 44"

NOTE: E DIMENSION NOT TO EXCEED ONE HALF THE LISTED SPACING.

GL SERIES RESIDENTIAL PENDENT SPRINKLERS
DISTANCE FROM OBSTRUCTIONS

1
% TLHA T

(mAm.) w

MIN.ALLOWABLEA | BDIMENSON
2-4" 0-4"
3-4" 0-6"
40" 0-8"
44" 0-10"
5-0" 1-0"
5-8" 1-2"
6-4" 1-4"
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GLOBE INSTALLATION DIAGRAMS

GL SERIES RESIDENTIAL HORIZONTAL SIDEWALL
AND RECESSED HORIZONTAL SIDEWALL SPRINKLERS
DISTANCE FROM OBSTRUCTIONS

MIN. ALLOWABLE A B DIMENSON % %
74 0-4 e .
A" A" :g
8"4" 0l_6" ?
9|_5n 0"8“
10-6" 0-10" A
11’_3" 11_0u <m‘m‘>
1 1"8“ 11_2u
124" 1-4"

GL SERIES RESIDENTIAL HORIZONTAL SIDEWALL
AND RECESSED HORIZONTAL SIDEWALL SPRINKLERS
USED ON A PITCHED CEILING WITH DEFLECTOR
PARALLEL TO CEILING

R
476"
T

147 — W6’4{

NOTE: ANGLE A NOT TO EXCEED 30°.
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GLOBE INSTALLATION DATA NEAR HEAT SOURCES

GL SERIES RESIDENTIAL SPRINKLERS
PROXIMITY OF SPRINKLERS TO HEAT SOURCES

HEAT SOURCE DIMENSION
Lateral distance from the sides of an open e
3'-0
hearth fireplace
Lateral distance from the sides of a 30"
recessed hearth fireplace
Lateral distance from the front of a 7.0
recessed hearth fireplace
Lateral distance from the surface of a coal 36"
or wood burning stove
Lateral distance from the surface of a 16"
kitchen range
Lateral distance from a wall oven 1'-6"
Lateral distance from the surface of hot air 16"
flues
Lateral distance from uninsulated heating 16"
ducts
Lateral distance from uninsulated water 10"
pipes
Lateral distance from the edges of a ceiling -
- 2'-0
mounted hot air diffuser
Lateral distance from the sides of a wall 20"
mounted hot air diffuser
Lateral distance from the front of a wall 30"
mounted hot air diffuser
Lateral distance from the surface of a water 0-6"
heater or furnace
Lateral distance from a 250 watt, or less, e
. 0'-6
light fixture
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GLOBE INSTALLATION DATA NEAR HEAT SOURCES

GL SERIES RESIDENTIAL SPRINKLERS
PROXIMITY OF SPRINKLERS TO HEAT SOURCES

/ o O - 3 FT. (TYP)
.
=

1 FT. 6 IN. (TYP))
o O
o 3 FT. (TYP.)

—_
]

POSITIONING CRITERIAFORSPRINKLERS TOBE
LOCATEDNEARAN OPENHEARTHFIREPLACE

J

POSITIONING CRITERIAFORSPRINKLERS TOBE
LOCATEDNEARARANGE ORWALL OVEN

T 3 FT. 6 IN. (TYP.)

3 FT. 6 IN. (TYP.) —fp—

SIDES OF ——— |

STOVE

POSITIONINGCRITERIAFORSPRINKLERS
TOBELOCATEDNEARACOALOR
WOODBURNING STOVE

7 FT.

3 FT (TYP) —%——

18 IN. (TYP. TO FLUES)

_*\"7 8 IN. (TYP.)

Les (TYP.)

g2 FT. 6 IN. (TYP.)

FRONT EDGES | +—
OF FIREPLACE BOX— |

d=l

POSITIONINGCRITERIAFORSPRINKLERS
TOBELOCATEDNEARARECESSED
HEARTHFIREPLACE

POSITIONING CRITERIAFORSPRINKLERS
TOBELOCATEDNEARAFURNACEOR
WATERHEATER

NOTE: SPRINKLERS MUST BE LOCATED OUTSIDE OF SHADED AREAS.
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NOTES
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